Characterization of Ni laterites using a combined approach

M. Secchi,1 M. Zanatta,2 E. Borovin,1 M. Bortolotti,1 A. Kumar,2 A. Sanson,3 Y. El Mendili,4 D. Chateignier,4 B. Orberger,5,6 M. Le Guen,5 S. Gialanella,1 G. Mariotto,2 M. Montagna,7 and L. Lutterotti1

1University of Trento, Dept. of Industrial Engineering, via Sommarive 9, 38123 Trento, Italy, 2University of Verona, Dept. of Computer Science, Ca’ Vignal 2, Strada le Grazie 15, 37134 Verona, Italy, 3University of Padua, Dept. of Physics, via Marzola 8, 35131 Padova, Italy, 4Normandie Université, CRISMAT-ENSICAEN, UMR CNRS 6508, Université de Caen Normandie, 6 Boulevard Maréchal Juin, 14050 Caen, France, 5ERA MET-RESEARCH-SLN, 1 Avenue Albert Einstein, 78190 Trappes, France, 6GEOPS, Université Paris Sud, Bât 504, 91405 Orsay Cedex, France, 7University of Trento, Dept. of Physics, via Sommarive 14, 38123 Trento, Italy
E-mail: maria.secci@unitn.it

The development of new extraction techniques and themineral processing optimization are now mandatory because of the increase in the global request of critical raw materials1. Within the mining cycle, the exploration stage is crucial to obtain information on tonnages and grades of ore bodies and the data acquired within this stage must be reliable and available within a short time. The usual approach consists in extracting cores, sampling them, sending the specimens to a distant laboratory for the analysis, and waiting for the results. This process is long, time consuming, expensive, and not environmentally friendly. In particular, as for Nickel extraction, an intensive exploration drilling needs to be carried out, due to the high variability and heterogeneities of laterite ore. Flexible techniques, in terms of sample preparation and data acquisition, are typically used in this case, mostly using IR-based techniques, X-rays fluorescence, and hyperspectral imaging. However, none of these methods is capable to provide a fully satisfactory response for several reasons, the main one being the complexity of mineral ores. In this regard, the effective multi-analytical approaches are usually conducted in structured laboratories on selected samples, due to the strong time/costs constraints. A possible alternative solution, which is currently being developed within SOLSA (Sonic On Line Sampling and Analysis), a joint EU H2020 project, relies on a multi-analytical approach using an on-site instrument to carry out both data collection and complete mineralogical and chemical analysis. An automatic expert system coupling sonic drilling, imaging, profilometer, hyperspectral cameras, and a combination of Raman spectroscopy (RS), X-ray fluorescence (XRF), and X-ray diffraction (XRD) is under construction. The base principles on the cooperative approach of RS-XRD-XRF will be discussed and applied to specific test samples, showing the potential and the novelty of the method2,3.